
SQUARE WALL MOUNT WIDESPREAD

*I l lustration may not depict actual products
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Valve
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Valve Ins ta l la t ion (1)  

for extra thickness dimensions when roughing in the valves. 

necessar y to accurately plumb in the valve. 

Ins tal l  the valve making sure that the measurement between the center 
of the valve in let and the outs ide  
cal led the backsea t .  The MIN/MAX label on the mudguard can be used as a guide.

NOTE: Hole s ize for the spout and handle is 1-1/4” 

2-3/4”

Backset Finished Wall  

Center of Valve In le t  

MIN MAX 

Mud Guard 



Valve
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Valve Ins ta l la t ion (2)  

Using 1/2” IPS, connect corner the valves to the spout base at the desired spread.  

Again, al low no more than 1-1/4” diameter holes for the spout and handles. 

B A C K S E T  F R O M  F I N I S H  WA L L

NOTE: Test  for proper funct ion before c losing wal ls .

H O T C O  L D



Spout
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Spout Ins ta l la t ion 

should be no longer than 1/2”. 

the spout onto the pipe unt i l  i t  is  secured wi th the spout facing down-
ward. 

WARNING: Do not use excessive force when threading the spout.  



Quick  Connect  Spout
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Spout Ins ta l la t ion 

should be no longer than 1/2”. 

Wrap the pipe threading for the spout with teflon tape. Then, thread the spout quick 
connect onto the pipe until it is secured.

WARNING: Do not use excessive force when threading the spout. 

Insert the spout, with its flange attached and spout facing downward, into the quick 
connect. Lock the spout with two set screws located at the bottom spout near the flange.

If spout comes with a quick connect, follow the below instructions.



Handle Trim
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Trim Instal lat ion (1)

1 Ensure the valve is in the closed position. Assemble the 
broach extension, adjustable broach extension adapter, and 
set screw. Insert the broach assembly onto the valve.
NOTE: Do not tighten the set screws on the broach 
assembly adapter. The broach extension needs freedom to 
thread when aligning the handle lever.

2    
Cut the remainder of the broach extension.
NOTE: PLEASE DOUBLE-CHECK THE APPROPRIATE 
LENGTH OF THE BROACH EXTENSION TO CUT. 
ENSURE THERE IS ENOUGH FOR THE HANDLE 
ASSEMBLY TO BE INSERTED ONTO IT AND ENGAGE 
THE VALVE.

Insert the handle assembly onto to the 
broach. Position the handle until it 
is aligned.

3 

Take out broach assembly and tighten set screw to 
lock the broach extension in place. Make note of the 
broach assembly position against the valve.

4 

Thread the all thread adapter onto the valve. 5 



Handle Trim
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Trim Instal lat ion (2 )

6 Thread the all thread extension all the way through the all 
thread adapter.

7 Cut the remainder of the all thread extension.
NOTE: PLEASE DOUBLE-CHECK THE APPROPRIATE 
LENGTH OF THE ALL THREAD EXTENSION TO CUT. 
ENSURE THERE IS ENOUGH FOR THE HANDLE 
ESCUTCHEON TO THREAD ON.

Insert the broach assembly in the sleeve and onto the valve. 
Ensure the broach assembly is in the correct position for 
correct handle alignment.

8 

Thread the escutcheon of the handle assembly onto the all 
thread and broach assembly ensuring the handle position 
reamains in the closed position.

9 
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